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INTRODUCING THE NEW TATA INTRA V10

MAKE THE EFFICIENT MOVE



157 mm
2-cylinder, 40 hp / 96 Nm
efficient DI engine

INTRA V10

• Super efficient diesel engine

• 5-speed gearbox with cable shift mechanism – For smoother gear shifts and less fatigue

• Strong aggregates and rugged hydroform chassis – Your most reliable partner

• Rigid leaf spring suspension – Carry heavy loads with ease

• Bigger tyres and high ground clearance – Tackle any terrain
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INTRA V10

• Max. 35% gradeability for steep roads

• Free scheduled service package for 3 years or 45000 kms*

• Short turning radius of 4.62 m for excellent maneuverability

• Longest load body of 8 feet in its segment 
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3 YEARS OR 120000 KMS*
COMPREHENSIVE EXTENDED WARRANTY

*Terms & Conditions Apply.
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INTRA V10

• Car-like seats profile for best driving ergonomics & less fatigue

• Insulated cabin with low NVH level

• Walkthrough cabin with connected seats for a good resting session

COMFORTABLE & NO FATIGUE
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INTRA V10

• Big loading area of 8.04 ft X 5.05 ft

• Strong and reliable hydro-formed chassis with dependable aggregates for long vehicle life

• Spare parts available online on Lazada

• Lowest total cost of ownership in segment

• Doorstep service
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E N G I N E

 ENGINE CAPACITY
798 cc DI Engine

ENGINE POWER
               40 hp @ 3750 rpm

 MAX. TORQUE
              96 Nm @ 1750 – 2500 rpm

MAX. GRADEABILITY AT RATED GVW
            35%

D R I V E L I N E

GEARBOX
 Manual, 5-Forward, 1-Reverse

CLUTCH
        Single Plate Dry Friction Diaphragm Type

S T E E R I N G  A N D  B R A K E S

        STEERING
 Power Steering

FRONT BRAKES
Disc Brakes

 REAR BRAKES
Drum Brakes

S U S P E N S I O N

FRONT SUSPENSION
        Parabolic Leaf Spring

REAR SUSPENSION
       Semi-elliptical Leaf Spring

D I M E N S I O N S  

WHEELBASE
2250 mm

OVERALL LENGTH
4282 mm

OVERALL WIDTH
1639 mm

OVERALL HEIGHT
1903 mm

GROUND CLEARANCE
157 mm

LxWxH (IN M)
2.45 x 1.54 x 0.30 

TURNING RADIUS
4625 mm

W E I G H T  

GVW
1875 kg

KERB WEIGHT
1075 kg

TYRE
155 R13 LT 8PR

FUEL TANK
35 l

INTRA V10 SPECIFICATIONS

AMC /FLEET MANAGEMENT

TATA ZIPPY

TATA GENUINE PARTS

EXPRESS SERVICE TATA SHIELD

CUSTOMER HELPLINE

TATA ALERT

3 YEARS WARRANTY



Back

Illustrations and photographs may show accessories and items of optional equipment which are not part of the standard specifications. Due to printing processes, colours 
may vary slightly from those shown. All listed specifications are current and subject to change or upgrade without prior notice, in accordance with the company’s policy 
of continuous improvement. Terms & Conditions apply.
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